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M8 Maschio / M8 Male

M8 Femmina / M8 Female

M8 Maschio schermato / M8 total shielded Male

M8 Femmina schermato / M8 total shielded Female

M8 Maschio a cablare / M8 Male field attachable

M8 Femmina a cablare /M8 Female field attachable

M12 Maschio cod. A/ M12 Male cod. A

M12 Maschio cod. B/ M12 Male cod. B

M12 Maschio cod. C/ M12 Male cod. C

M12 Maschio cod. D / M12 Male cod. D

M12 Femmina cod. A/ M12 Female cod. A

M12 Femmina cod. B/ M12 Female cod. B

M12 Femmina cod. C/ M12 Female cod. C

M12 Femmina cod. D / M12 Female cod. D

M12 Maschio schermato cod. A/ M12 total shielded Male cod. A
M12 Maschio schermato cod. B/ M12 total shielded Male cod. B
M12 Maschio schermato cod. C/ M12 total shielded Male cod. C
M12 Maschio schermato cod. D / M12 total shielded Male cod. D
M12 Femmina schermato cod. A / M12 total shielded Female cod. A
M12 Femmina schermato cod. B / M12 total shielded Female cod. B
M12 Femmina schermato cod. C/ M12 total shielded Female cod. C
M12 Femmina schermato cod. D / M12 total shielded Female cod. D
M12 Maschio a cablare / M12 Male field attachable

M12 Femmina a cablare / M12 Female field attachable

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com




M 8 CONNETTORE COSTAMPATO M8 MASCHIO
M8 MALE MOLDED CONNECTOR

_— EEECONNECTORS

Connettore circolare: singola testa; Circular connector: single head; color head
possibilita di personalizzare il colore della testina and type of cable customized.
e tipologia di cavo.

298

m
28,5
720, L
< —t
&
m
A=0@7 - B=0@8 with @ cable <5
A=@8 - B=09 with @ cable >5
disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuZn dorato sopra nichelatura Au over Ni plated CuZn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:
-25°C +80°C -25°C+80°C

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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Colore

Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche testina
Face view Coding/poles Locking system Connections Voltage (V) | Max current (A) Features Housing
color
4 Ghiera con
antisvitamento 1 Marrone /Brown__ Senza elettronica Nero
A/3 39 Blu / Blue 60 3
1 3 Ring nut with 4 Nero/Black Without electronics Black
anti-vibration system

2 4 Ghiera con 4~y Marrone / Brown
= antisvitamento 5y Bianco/ White Senza elettronica Nero
{ \ Al4 3> Blu/Blue 60 3
1 3 Ring nut with 4> Nero /Black Without electronics Black

anti-vibration system

CODIFICA CODICE / CODING CODE

08 MD 10
Housmg color Family Connector type Pm no. Cable type Sectwon Length Customued

N i Black MD ; Stralght male 3 pin ! Grey PVC/PVC 1 :Sec.0,94 mmq||0A (0,10 m S Standard
G | Grey 08X M8 with INOX ring nut MA: Angled male 4 4 pin AU 3 Grey PVC/PVC UL CSA 2 Sec. 0,25 mmq OB 0,20 m
T i Colorless | B i Shielded grey PVC/PVC 3 : Sec. 034 mmq||1Z i1m
Y ! Yellow : ‘ BU | Shielded grey PVC/PVC UL CSA || 4 : Sec. 0,50 mmq || 10 :10m
E ¢ Black PVG/PVC 10C:10,3m
EU | Black PVC/PVC UL CSA 100: 100 m
F  Shielded black PVC/PVC
FU i Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
[V Gray PUR/PVC UL CSA
M i Black PUR/PVC
MU | Black PUR/PVC UL CSA
N | Shielded black PUR/PVC
NU | Shielded black PUR/PVC UL CSA

MCA MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

J . ER A/ A Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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M 8 CONNETTORE COSTAMPATO M8 FEMMINA
M8 FEMALE MOLDED CONNECTOR

_— EEECONNECTORS

Connettore circolare: singola testa con o senza LED; Circular connector: single head with or
possibilita di personalizzare il colore della testina without LED; color head and type of cable
e tipologia di cavo. customized.

28,5

e ——

7Y
i A=@7 - B=08 with @ cable <5
= A=8 - B=@9 with @ cable >5
disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuSn dorato sopra nichelatura Au over Ni plated CuSn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:
-25°C +80°C -25°C+80°C

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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Colore
Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing
color
Senza elettronica Nero
60 3
Without electronics Black
4 .
Ghiera con 1 3Marrone / Brown
antisvitamento 4 Marrone /Brown__ 4 5_Nero / Black
3 1 A/3 sy BlU/Bue onp
Ring nut with 4 Nero/Black Con elettronica | 5~ Bu/sue N
anti-vibration system LED Trasparente
30 3
With LED Colorless
electronics
Senza elettronica Nero
60 3
Without electronics Black
1 Marrone / Brown
4 2 Ghiera con Marrone / Brown 4D Hero Black vl g
‘ ‘ antisvitamento 1T — G PSS
A4 - Bianco / White — 01
8 ! Ring nut with 3y BlufBle Con elettronica 23 Bianco / White
anti-vibration system | 4>-eeBE LED Trasparente
30 3
With LED Colorless
electronics
2> Bianco / White

CODIFICA CODICE / CODING CODE

08 FD 10
Housmg color Family Connector type Pm no. Cable type Sectwon Length Custonuzed

N i Black FD : Stralght female 3 pin ! Grey PVC/PVC 1 :Sec.0,94 mmq||0A (0,10 m S Standard
G | Grey 08X M8 with INOX ring nut FA Angled female 4 4 pin AU 3 Grey PVC/PVC UL CSA 2 Sec. 0,25 mmq OB 0,20 m
T : Colorless || 08L : M8 with PNP LED B i Shielded grey PVC/PVC 3 :Sec.0,34mmq || 1Z i1 m
Y i Yellow 08L2 | M8 with NPN LED 1 BU | Shielded grey PVC/PVC UL CSA || 4  Sec. 0,50 mmq || 10 :10m
E ¢ Black PVG/PVC 10C:10,3m
EU | Black PVC/PVC UL CSA 100: 100 m
F  Shielded black PVC/PVC
FU | Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
[V Gray PUR/PVC UL CSA
M i Black PUR/PVC
MU | Black PUR/PVC UL CSA
N | Shielded black PUR/PVC
NU | Shielded black PUR/PVC UL CSA

MCA MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

J . ER A/ A Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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M CONNETTORE COSTAMPATO M8 MASCHIO SCHERMATO TOTALE
M8 TOTAL SHIELDED MALE MOLDED CONNECTOR

_— EEECONNECTORS

Connettore circolare con schermo Circular connector with shield
collegato alla ghiera; singola testa; connected to ring nut; single head;

possibilita di personalizzare il colore della color head and type of cable
testina e tipologia di cavo. customized.

35,2
ﬁ 1,702
3 |
&7
< m
28,5
1,7+0,2
St
« | =
4] 3 < )
o B vsx1
R
29,8
A=@7 - B=@8 with @ cable <5
A=@8 - B=09 with @ cable >5
disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuZn dorato sopra nichelatura Au over Ni plated CuZn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:
-25°C +80°C -25°C+80°C

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche Colore testina

Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing color
4 Gh.iera senza Marrone / Brown X
antisvitamento Blu /Blue Senza elettronica Nero
1 3 A/3 3 i Nero / Black 60 3 . .
Ring nut without Schermo Shiold Without electronics Black
anti-vibration system

Marrone / Brown

Bianco / White Senza elettronica Nero
3[_Bu/Blue 60 3

4D) Nero/Black Without electronics Black
Schermo / Shield

2 4 Ghiera senza

> antisvitamento
(2%, A4
v Ring nut without

anti-vibration system

CODIFICA CODICE / CODING CODE

08S MD 10
Housmg color Family Connector type Pm no. Cab\e type Sechon Length Custonuzed

N i Black S : Shielded M8 MD Stralght male 3 pin ! Grey PVC/PVC 1 1 Sec.0,14 mmq A:0,10m S Standard
G i Grey MA Angled male 4 4 pin AU 3 Grey PVC/PVC UL CSA 2 Sec. 0,25 mmq OB 0,20 m
T i Colorless B i Shielded grey PVC/PVC 3 : Sec. 034 mmq| [1Zi1m
Y ! Yellow 3 BU | Shielded grey PVC/PVC UL CSA 4 Sec. 0,50 mmq| (10 :10m
E | Black PVC/PVC 10C: 10,3 m
EU | Black PVC/PVC UL CSA 100: 100 m
F i Shielded black PVG/PVC
FU ¢ Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC

(Ve Gray PUR/PVC UL CSA

M Black PUR/PVC

MU : Black PUR/PVC UL CSA

N | Shielded black PUR/PVC

NU : Shielded black PUR/PVC UL CSA

M MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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M 8 CONNETTORE COSTAMPATO M8 FEMMINA SCHERMATO TOTALE
M8 TOTAL SHIELDED FEMALE MOLDED CONNECTOR

_— EEECONNECTORS

Connettore circolare con schermo collegato Circular connector with shield connected to
alla ghiera; singola testa con o senza LED; ring nut; single head with or without LED,;
possibilita di personalizzare il colore della color head and type of cable customized.

testina e tipologia di cavo.

e ——

f ;’f; A=Q7 - B=@8 with @ cable <5
i A=@8 - B=@9 with @ cable >5
disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuSn dorato sopra nichelatura Au over Ni plated CuSn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:
-25°C +80°C -25°C+80°C

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
-9-




Colore
Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing
color
Senza elettronica Nero
60 3
Without electronics Black
4 Ghiera senza @ Marrone / Brown
antisvitamento Marrone / Brown apperelBlad
3 y A3 Blu / Blue I PNP
0 i Nero / Black . Blu/Blue
ng nu{ without Schormo ! Sold Con elettronica \3}5 Schermo/ Shield
anti-vibration system LED Trasparente
30 3
With LED Colorless
i L {3 O} Blu/Bive
electronics 3 Noro. Bick
| | NPN
4| Marrone /Brown i
“_Schermo / Shield
Senza elettronica Nero
60 3
Without electronics Black
> Marrone / Brown
Ghiera senza Marrone / Brown 4 Nero/ Black
=l ol
4 . 2 antisvitamento | Bianco/White " PNP
{ \ A/4 3 Blu /Blue 3/ Blu/Blue g
. . N / Black . Bianco / White
3 1 Ring nut without | Nero/Black ___ Con elettronica |\’ scremo. sne
—~ anti-vibration system Schermo / Shield LED Trasparente
30 3
With LED Colorless
electronics Sy BluLBue
Nero / Black
|l| NPN
| Marrone / Brown i
Bianco / White
Schermo / Shield

CODIFICA CODICE / CODING CODE

08S FD 10
Housmg color Family Connector type Pm no. Cable type Sectwon Length Custonuzed

N : Black 08S :Shielded M8 FD  Straight female 3 pin | Grey PVC/PVC 1 :Sec.0,74 mmq||0A 0,10 m S Standard
G | Grey 08SL i Shielded M8 with PNP LED|| FA Angled female 4 4 pin AU 3 Grey PVC/PVC UL CSA 2 Sec. 0,25 mmq OB 0,20 m
T Colorless 08SL2:Shielded M8 with NPN LED| | .... B i Shielded grey PVC/PVC 3 :Sec.0,34mmq||1Z i1 m
Y ! Yellow 1 BU : Shielded grey PVC/PVC UL CSA || 4 : Sec. 0,50 mmq || 10 : 10 m
E | Black PVC/PVC 10Ci10,3 m
EU | Black PVC/PVC UL CSA 100:100 m
F ¢ Shielded black PVC/PVC .
FU | Shielded black PVC/PVC UL CSA

| Gray PUR/PVC

IU i Gray PUR/PVC UL CSA

M : Black PUR/PVC

i Black PUR/PVC UL CSA

N i Shielded black PUR/PVC

NU : Shielded black PUR/PVC UL CSA

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)
Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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CONNETTORE A CABLARE M8 MASCHIO
M8 M8 MALE FIELD ATTACHABLE CONNECTOR MCA

flats 13

Width across

Width across
flats 12

2
i

il
e

2
8o
fo
T 0
=8
&
g Width across
328 flats 13

M N
MEE ©
SR
disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuZn dorato sopra nichelatura Au over Ni plated CuZn
grado di protezione: protection class:
IP67 IP67
temperatura di lavoro: temperature range:
-30°C +85°C -30°C+85°C
pressacavo: wire cross section:
< AWG20 < AWG20

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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Vista frontale Chiave/poli Tensione Corrente max Caratteristiche Colore testina

Face view Coding/poles Voltage (V) Max current (A) Features Housing color
4
Senza elettronica Nero
A/3 60 3
1 3 Without electronics Black

> Senza elettronica Nero
1 { \ 3 Al4 60 3
\ / Without electronics Black

CODIFICA CODICE / CODING CODE

CC
N 08 MD 3 - [dentification field
Housing color Family Connector type n no. attachable connettor
08 i M8

Pi
N i Black MD | Straight male 3 3pin
MA | Angled male 4 4pin

M MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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CONNETTORE A CABLARE M8 FEMMINA
M8 M8 FEMALE FIELD ATTACHABLE CONNECTOR MCA

flats 13

Width across

Width across
flats 12

i

@14

LI
|\

Width across
40 flats 13

Width across
flats 13
N
3
£
=
=3
5 5
=

i
disegni scala 1:1

CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuZn dorato sopra nichelatura Au over Ni plated CuZn
grado di protezione: protection class:
IP67 IP67
temperatura di lavoro: temperature range:
-30°C +85°C -30°C+85°C
pressacavo: wire cross section:
< AWG20 < AWG20

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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Vista frontale Chiave/poli Tensione Corrente max Caratteristiche Colore testina

Face view Coding/poles Voltage (V) Max current (A) Features Housing color
4
Senza elettronica Nero
A3 60 3
3 1 Without electronics Black

< Senza elettronica Nero
3 { \ 1 Ald 60 3
\ / Without electronics Black

CODIFICA CODICE / CODING CODE

CC
N 08 FD 3 - [dentification field
Housing color Family Connector type n no. attachable connettor
08 i M8

Pi
N | Black FD : Straight female 3 3pin
FA | Angled female 4 4pin

M MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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M 1 2 CONNETTORE COSTAMPATO M12 MASCHIO COD.A
M12 MALE MOLDED CONNECTOR A CODED LV A 4/ N

Connettore circolare: singola testa; Circular connector: single head;
possibilita di personalizzare il colore della testina color head and type of cable customized.

e tipologia di cavo.

47,7

214
M12 x 1
| —
]
0. 020.0.0.0.0.0.¢
VN0 9.%

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuZn dorato sopra nichelatura Au over Ni plated CuZn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:
-25°C +80°C -25°C+80°C

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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Vista frontale

Face view

Chiave/poli

Coding/poles

Sistema di bloccaggio

Locking system

Collegamenti

Connections

Tensione Corrente max

Voltage (V) Max current (A)

Caratteristiche

Features

Colore testina

Housing color

A2-4

Ghiera con
antisvitamento

Ring nut with
anti-vibration system

17— Marrone / Brown
23 Bianco / White

37 Blu / Blue

4> Nero / Black

250 4

Senza elettronica

Without electronics

Nero

Black

A/5

Ghiera con
antisvitamento

Ring nut with
anti-vibration system

1 Marrone / Brown
) Bianco / White
37 Blu / Blue
4D Nero / Black

5~ Grigio / Grey

60 4

Senza elettronica

Without electronics

Nero

Black

AI7-8

Ghiera con
antisvitamento

Ring nut with
anti-vibration system

19 Bianco / White
2D Marrone / Brown

39 Verde / Green
4> Giallo / Yellow
57 Grigio / Grey.
6D Rosa / Pink
79 Blu / Blue

8D Rosso / Red

30 2

Senza elettronica

Without electronics

Nero

Black

A/12

Ghiera con
antisvitamento

Ring nut with
anti-vibration system

19 Marrone / Brown
2 Blu / Blue

39 Bianco / White

4D Verde / Green

5 Rosa / Pink

6D Giallo / Yellow

79 Nero / Black

8> Grigio / Grey

99 Rosso / Red
10D Viola / Violet

117y Gigio-Rosa / GreyPink
12 —RossoBu/RedBlue

30 1,5

Senza elettronica

Without electronics

Nero

Black

CODIFICA CODICE / CODING CODE

12 MD 10
Housmg color Family Connector type Pm no. Cable type Sectwon Length Custonuzed

N i Black MD ; Stralght male || 22 pin Grey PVC/PVC 1 :Sec.0,94 mmq||0A (0,10 m S Standard
G | Grey 12X M12 with INOX ring nut MA: Angled male 3 :3pin AU Grey PVC/PVC UL CSA 2 Sec. 0,25 mmq OB 0,20 m
T i Colorless | 4 {4 pin B i Shielded grey PVC/PVC 3 iSec.0,34mmq||1Z i1 m
Y | Yellow 1 ‘ 5 5pin || BU | Shielded grey PVC/PVC UL CSA || 4 : Sec. 0,50 mmq (|10 :10m
8 (8 pin E : Black PVG/PVC 10C:10,3m

1212 pin|| EU | Black PVC/PVC UL CSA 100: 100 m

e F : Shielded black PVC/PVC

‘ FU | Shielded black PVC/PVC UL CSA

| Gray PUR/PVC
U Gray PUR/PVC UL CSA

M i Black PUR/PVC
MU : Black PUR/PVC UL CSA

N | Shielded black PUR/PVC
NU : Shielded black PUR/PVC UL CSA

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)
Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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M 1 2 CONNETTORE COSTAMPATO M12 MASCHIO COD.B
M12 MALE MOLDED CONNECTOR B CODED LV A 4/ N

Connettore circolare: singola testa; Circular connector: single head;
possibilita di personalizzare il colore della testina color head and type of cable customized.

e tipologia di cavo.

47,7

214
M12 x 1
| —
]
0. 020.0.0.0.0.0.¢
VN0 9.%

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuZn dorato sopra nichelatura Au over Ni plated CuZn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:
-25°C +80°C -25°C+80°C

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche Colore testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing color
2 Ghiera con 4~ Marrone / Brown
antisvitamento 27— Bianco/ White Senza elettronica Nero
3 1 B/3-4 3 Bu/Bue 250 4
Ring nut with 4D Nero/Black Without electronics Black
4 anti-vibration system
2 Ghiera con 1 Marrone / Brown
antisvitamento 25— Bianco / White Senza elettronica Nero
s L B/5 3y Bu/Bue 60 4
a Ring nut with 4 Nero/Black Without electronics Black
4 anti-vibration system | 5 GCrigio/Grey

CODIFICA CODICE / CODING CODE

12 MD 10
Housmg color Family Codmg Connector type Pm no. Cab\e type Secuon Length Cuslmmzed

N : Black {Bcoding ||MD {Straight male || 2 | 2 pin Grey PVC/PVC 1:Sec.0,74 mmgq|| 0A :0,10 m|[S: Standard
G | Grey 12X M1 2 with INOX ring nut C iCcoding ||MA: Angled male 3 13 pin AU Grey PVC/PVC UL CSA 2 Sec. 0,25 mmq OB 020m
T Colorless : D D coding || ... 4 {4 pin B i Shielded grey PVC/PVC 3 Sec. 034 mmqf| 1Z i1 m
Y | Yellow o ‘ 5 :5pin || BU | Shielded grey PVC/PVC UL CSA || 4 : Sec. 0,50 mmgq(| 10 ;10 m
‘ 8 :8pin || E ! Black PVC/PVC 10Ci10,3m

12112 pin|| EU : Black PVC/PVC UL CSA 100:100 m

o F : Shielded black PVC/PVC

FU © Shielded black PVC/PVC UL CSA

| | Gray PUR/PVC

U ¢ Gray PUR/PVC UL CSA

M | Black PUR/PVC
MU : Black PUR/PVC UL CSA

N | Shielded black PUR/PVC
NU : Shielded black PUR/PVC UL CSA

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)
Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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M 1 2 CONNETTORE COSTAMPATO M12 MASCHIO COD.C
M12 MALE MOLDED CONNECTOR C CODED LVER 4/ N\

Connettore circolare: singola testa; Circular connector: single head;
possibilita di personalizzare il colore della testina color head and type of cable customized.

e tipologia di cavo.

47,7

214
M12 x 1
| —
]
0. 020.0.0.0.0.0.¢
VN0 9.%

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuZn dorato sopra nichelatura Au over Ni plated CuZn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:
-25°C +80°C -25°C+80°C

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche Colore testina

Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing color
PE Ghiera con
antisvitamento 1piry-aloVerde | Yellow Green Senza elettronica Nero
C/3 25 Marrone / Brown 250 4
2 3 Ring nut with 3 5-Blu/Blue Without electronics Black

anti-vibration system

PE Ghiera con Marrone / Brown
antisvitamento 1 Nero/ Black Senza elettronica Nero
! N C/4 § Blu/Blue 250 4
{lezg ?'ut witht e GiloVerde Yelou-Green Without electronics Black
2 anti-vibration system >

CODIFICA CODICE / CODING CODE

12 MD 10
Housmg color Family Codmg Connector type Pm no. Cab\e type Secuon Length Cuslmmzed

N : Black {Bcoding ||MD {Straight male || 2 | 2 pin Grey PVC/PVC 1:Sec.0,74 mmgq|| 0A :0,10 m|[S: Standard
G | Grey 12X M1 2 with INOX ring nut C iCcoding ||MA: Angled male 3 13 pin AU Grey PVC/PVC UL CSA 2 Sec. 0,25 mmq OB 020m
T Colorless : D D coding || ... 4 {4 pin B i Shielded grey PVC/PVC 3 Sec. 034 mmqf| 1Z i1 m
Y | Yellow 1 o 5 :5pin || BU | Shielded grey PVC/PVC UL CSA || 4 : Sec. 0,50 mmgq(| 10 ;10 m
8 :8pin || E ! Black PVC/PVC 10Ci10,3m

12112 pin|| EU : Black PVC/PVC UL CSA 100:100 m

o F : Shielded black PVC/PVC

FU © Shielded black PVC/PVC UL CSA

| | Gray PUR/PVC

U ¢ Gray PUR/PVC UL CSA

M | Black PUR/PVC
MU : Black PUR/PVC UL CSA

N | Shielded black PUR/PVC
NU : Shielded black PUR/PVC UL CSA

MCA MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

J . ER A/ A Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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M 1 2 CONNETTORE COSTAMPATO M12 MASCHIO COD.D
M12 MALE MOLDED CONNECTOR D CODED =V ELLAL A

Connettore circolare: singola testa; Circular connector: single head;
possibilita di personalizzare il colore della testina color head and type of cable customized.

e tipologia di cavo.

47,7

214
M12 x 1
| —
]
0. 020.0.0.0.0.0.¢
VN0 9.%

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuZn dorato sopra nichelatura Au over Ni plated CuZn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:
-25°C +80°C -25°C+80°C

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche Colore testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing color
2 Cihig{a cont 17 Marrone / Brown
antisvitamento Senza elettronica Nero
b Bianco / White
3 ! D/4 2 B:u/BIue ‘ 250 4
Ring nut with ¥ ero. Biack Without electronics Black
) anti-vibration system

CODIFICA CODICE / CODING CODE

12 MD 10
Housmg color Family Codmg Connector type Pm no. Cab\e type Secuon Length Cuslmmzed

N : Black {Bcoding ||MD {Straight male || 2 | 2 pin Grey PVC/PVC 1:Sec.0,74 mmgq|| 0A :0,10 m|[S: Standard
G | Grey 12X M1 2 with INOX ring nut C iCcoding ||MA: Angled male 3 13 pin AU Grey PVC/PVC UL CSA 2 Sec. 0,25 mmq OB 020m
T Colorless : D D coding || ... 4 {4 pin B i Shielded grey PVC/PVC 3 Sec. 034 mmqf| 1Z i1 m
Y | Yellow 1 o 5 :5pin || BU | Shielded grey PVC/PVC UL CSA || 4 : Sec. 0,50 mmgq(| 10 ;10 m
8 :8pin || E ! Black PVC/PVC 10Ci10,3m

12112 pin|| EU : Black PVC/PVC UL CSA 100:100 m

o F : Shielded black PVC/PVC

FU © Shielded black PVC/PVC UL CSA

| | Gray PUR/PVC
U ¢ Gray PUR/PVC UL CSA
M | Black PUR/PVC
MU : Black PUR/PVC UL CSA
N | Shielded black PUR/PVC
NU : Shielded black PUR/PVC UL CSA

MCA MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

J . ER A/ A Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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M 1 2 CONNETTORE COSTAMPATO M12 FEMMINA COD.A
M12 FEMALE MOLDED CONNECTOR A CODED

_— EEECONNECTORS

Connettore circolare: singola testa; Circular connector: single head;
possibilita di personalizzare il colore della testina color head and type of cable customized.

e tipologia di cavo.

43,7

M12 x 1 10 30,2

@14
I A
e

@8+0,1

M12 x 1

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuSn dorato sopra nichelatura Au over Ni plated CuSn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:
-25°C +80°C -25°C+80°C

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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Colore
Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing
color
Senza elettronica Nero
250 4
Without electronics Black
3
gy Bianco/White
3 Blu / Blue
4 Nero / Black
|I| NPN
) 4~_Marrone / Brown i
G_hie_ra con 1~ Marrone / Brown Con elettronica | 2>-Bianco/White
f \ antisvitamento 2: Bianco / White LED Trasparente
* 3 Al2-4 3 Blu/Blue 30 4
k J Ring nut with Nero / Black With LED N DECOUT| Colorless
o 4 Nero/Black f 4
I anti-vibration system electronics Jor— =
3 Blu / Blue
2 Bianco / White
1) Marrone /Brown
Bianco / White t PNP
3LED
Senza elettronica Nero
60 4
Without electronics Black
Ghiera con 1 Marrone / Brown
antisvitamento 2 Bianco/White
Blu / Blue M: 1B
5 . Marrone /Brown
Als s Nero / Black Con elettronica | g e Trasparente
Ring nut with 40— LED
o
anti-vibration system | 5o Crigio/Grey 4 EE 3P|[\‘EF|,3
30 With LED Colorless
N 3
electronics 5yCMgolGey
13 Bianco / White
Ghi 23 Marrone / Brown
iera con Verde / Green
antisvitamento j Giallo / Yellow Senza elettronica Nero
Al7-8 ) ) 5 ~_Grigio / Grey 30 2 ) )
.Rl‘l‘lg nyt with o Rosa Pink Without electronics Black
anti-vibration system 73 Blu/ Blue
8D Rosso / Red
1D Marrone / Brown
Blu / Blue
3 Bianco / White
X 4> Verde / Green
Qh'§ra con 5 3 Rosa Pink
antisvitamento ¢ _Giallo/ Yellow Senza elettronica Nero
A12 . , °2 Nero/Back 30 1,5
lR/.ng n'ut with ¢ Crigio / Gre Without electronics Black
anti-vibration system o 5 Rosso/Red
100 Viola / Violet
117)—Crigio-Rosa/ Grey-Pink
12D Rosso-Blu/ Red-Blue

CODIFICA CODICE / CODING CODE

12 FD 10
Housmg color Family Connector type Pm no. Cable type Sectwon Length Custonuzed

N i Black FD : Stralght female|| 2 | 2 pin ! Grey PVC/PVC 1 :Sec.0,94 mmq||0A (0,10 m S Standard
G i Grey 12X 3 M12 with INOX ring nut FA Angled female || 3 | 3 pin AU 3 Grey PVC/PVC UL CSA 2 Sec. 0,25 mmq OB 0,20 m
T i Colorless || 12L i M12 with PNP LED 4 4pin B : Shielded grey PVC/PVC 3 Sec.0.34 mmq|[1Z {1'm
Y  Yellow 1212 M12 with NPN LED 5 5pin || BU | Shielded grey PVC/PVC UL CSA || 4 : Sec. 0,50 mmq (|10 {10'm
1213 M12 with DECOUT LED 8 8 pin E ! Black PVG/PVC 10C:10,3m
1214} M12 with PNP 3 LED 1212 pin|| EU | Black PVC/PVC UL CSA 100: 100 m
o i F : Shielded black PVC/PVC
i FU ¢ Shielded black PVC/PVC UL CSA
| i Gray PUR/PVC
U Gray PUR/PVC UL CSA
M ¢ Black PUR/PVC
MU : Black PUR/PVC UL CSA

N ¢ Shielded black PUR/PVC
: Shielded black PUR/PVC UL CSA

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)
Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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M 1 2 CONNETTORE COSTAMPATO M12 FEMMINA COD.B
M12 FEMALE MOLDED CONNECTOR B CODED

_— EEECONNECTORS

Connettore circolare: singola testa; Circular connector: single head;
possibilita di personalizzare il colore della testina color head and type of cable customized.

e tipologia di cavo.

43,7

M12 x 1 10 , .
N \Q\ X

M12 x 1

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuSn dorato sopra nichelatura Au over Ni plated CuSn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:
-25°C +80°C -25°C+80°C

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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Colore
Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing
color
Senza elettronica Nero
250 4
Without electronics Black
1 Marrone / Brown
4 Nero / Black
0] PP
2 Ghiera con 1 )—Marrone / Brown 35 Blu/Blue
antisvitamento 2 Bianco/White 2> Blanco/Wnie ____
3 B/3-4 SDM 3 Blu/Blue
Ring nut with 4> Nero/Black 4Nero/ Black
4 anti-vibration system | (| NPN
Con elettronica Marrone / Brown ' Trasparente
LED 2: Bianco / White
30 4
With LED pecout| Colorless
/ . 1 Marrone / Brown
electronics o5 _NeroBlack 7
3 Blu / Blue
2> Bianco / White
T PNP
T 3LED
Senza elettronica Nero
5 Ghiera con 1 Marrone / Brown 60 4
antisvitamento 5~ Bianco / White Without electronics Black
Blu / Blue
3 B 3
/5 . - Nero / Black
s Ring nut with 4 Dﬁ
4 anti-vibration system | 52— HerHE— Con elettronica | 1otare/Bom .
LED Bianco / White Trasparente
PNP
3LED|
30 4 With LED Colorless
electronics

CODIFICA CODICE / CODING CODE

12 FD 10
Housmg color Family Codmg Connector type P|n no. Cab\e type Sechon Length Customed

N Black Bcodmg FD : Stralght female|| 2 | 2 pin ! Grey PVC/PVC 1:Sec.0,14 mmq|| OA :0,10 m S Standard
G | Grey 12X M12wnh INOX ring nut C ‘Ccoding || FA Angled female || 3 33p|n AU | Grey PVC/PVC UL CSA 2 Sec.0.25 mmq OB 0,20m
T : Colorless|| 12L : M12 with PNP LI D :Dcoding | ... 4 {4 pin B i Shielded grey PVC/PVC 3 ! Sec. 034 mmq|[ 1Z 1 m
Y iYellow |[12L2: M12 with NPNLED |f ... ! 5 i5pin || BU | Shielded grey PVC/PVC UL CSA 4 Sec. 0,50 mmgq(| 10 :10m
12L3 | M12 with DECOUT LED ‘ 8 {8pin || E | Black PVC/PVC 10C:10,3m

12L4: M12 with PNP 3 LED 1212 pin|| EU | Black PVC/PVC UL CSA 100:100 m

e F  Shielded black PVC/PVC
‘ FU i Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
[V Gray PUR/PVC UL CSA
M i Black PUR/PVC
MU | Black PUR/PVC UL CSA
N | Shielded black PUR/PVC
NU | Shielded black PUR/PVC UL CSA

MCA MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

J . ER A/ A Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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M 1 2 CONNETTORE COSTAMPATO M12 FEMMINA COD.C
M12 FEMALE MOLDED CONNECTOR C CODED

_— EEECONNECTORS

Connettore circolare: singola testa; Circular connector: single head;
possibilita di personalizzare il colore della testina color head and type of cable customized.

e tipologia di cavo.

43,7

M12 x 1 10 3+0,2

37,2

M12 x 1
A=@9 - B=@10 with @ cable <5,8
A=210,3 - B=@12 with @ cable >5,8
disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuSn dorato sopra nichelatura Au over Ni plated CuSn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:
-25°C +80°C -25°C+80°C

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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Colore

Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche testina
Face view Coding/poles Locking system Connections Voltage (V) | Max current (A) Features Housing
color
i Ghiera con i
antisvitamento 1pg)-Gillo-Verde  Yellow Green Senza elettronica Nero
C/3 2 - Marrone /Brown 250 4
3 2 Ring nut with 3 Bu/Bue Without electronics Black

anti-vibration system

PE Ghiera con 15 Marrone / Brown
antisvitamento 2 ~Nero/Black Senza elettronica Nero
s 1 cla ) ) 3 5 Blu/Blue 250 4
Ring nut with ey GloVerde) Yelow:Green Without electronics Black
3 anti-vibration system

CODIFICA CODICE / CODING CODE

12 FD 10
Housmg color Family Codmg Connector type P|n no. Cab\e type Sechon Length Customed

N Black Bcodmg FD : Stralght female|| 2 | 2 pin ! Grey PVC/PVC 1:Sec.0,14 mmq|| OA :0,10 m S Standard
G | Grey 12X M12wnh INOX ring nut C ‘Ccoding || FA Angled female || 3 33p|n AU | Grey PVC/PVC UL CSA 2 Sec.0.25 mmq OB 0,20m
T : Colorless|| 12L : M12 with PNP LI D :Dcoding | ... 4 {4 pin B i Shielded grey PVC/PVC 3 ! Sec. 034 mmq|[ 1Z 1 m
Y iYellow |[[12L2:M12 with NPN LED || ... : 5 :5pin || BU | Shielded grey PVC/PVC UL CSA 4 Sec. 050 mmgq|| 10 {110 m
8 {8pin || E | Black PVC/PVC 10C:10,3m

1212 pin|| EU | Black PVC/PVC UL CSA 100100 m

e F  Shielded black PVC/PVC

‘ FU i Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
[V Gray PUR/PVC UL CSA
M i Black PUR/PVC
MU | Black PUR/PVC UL CSA
N | Shielded black PUR/PVC
NU | Shielded black PUR/PVC UL CSA

MCA MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

J . ER A/ A Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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M 1 2 CONNETTORE COSTAMPATO M12 FEMMINA COD.D
M12 FEMALE MOLDED CONNECTOR D CODED

_— EEECONNECTORS

Connettore circolare: singola testa; Circular connector: single head;
possibilita di personalizzare il colore della testina color head and type of cable customized.

e tipologia di cavo.

43,7

M12 x 1 10 3+0,2

37,2

M12 x 1
A=@9 - B=@10 with @ cable <5,8
A=210,3 - B=@12 with @ cable >5,8
disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuSn dorato sopra nichelatura Au over Ni plated CuSn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:
-25°C +80°C -25°C+80°C

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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Colore

Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing
color
Senza elettronica Nero
250 4
Without electronics Black

1 3_Marrone / Brown

PNP

: Ghiera con 1 Marrone / Brown

antisvitamento

1 s D/4 27 72:3?,3:\/ e Con elettronica
. i, 3—u=e

Ring nut with 4 Nero/Black LED Trasparente

4 anti-vibration system 30 4 i
With LED ; Colorless
electronics 2> Banco/White

DECOUT

4 5_Marrone / Brown
4 Nero/Black " o
35_Blu/Blue

2 Bianco / White

CODIFICA CODICE / CODING CODE

12 FD 10
Housmg color Family Codmg Connector type P|n no. Cab\e type Sechon Length Customed

N Black Bcodmg FD : Stralght female|| 2 | 2 pin ! Grey PVC/PVC 1:Sec.0,14 mmq|| OA :0,10 m S Standard
G | Grey 12X M12wnh INOX ring nut C ‘Ccoding || FA Angled female || 3 33p|n AU | Grey PVC/PVC UL CSA 2 Sec.0.25 mmq OB 0,20m
T : Colorless|| 12L : M12 with PNP LI D :Dcoding | ... 4 {4 pin B i Shielded grey PVC/PVC 3 ! Sec. 034 mmq|[ 1Z 1 m
Y iYellow |[[12L2:M12 with NPN LED || ... : 5 :5pin || BU | Shielded grey PVC/PVC UL CSA 4 Sec. 050 mmgq|| 10 {110 m
8 {8pin || E | Black PVC/PVC 10C:10,3m

1212 pin|| EU | Black PVC/PVC UL CSA 100100 m

e F  Shielded black PVC/PVC

‘ FU i Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
[V Gray PUR/PVC UL CSA
M i Black PUR/PVC
MU | Black PUR/PVC UL CSA
N | Shielded black PUR/PVC
NU | Shielded black PUR/PVC UL CSA

MCA MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)
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M 1 CONNETTORE COSTAMPATO M12 MASCHIO SCHERMATO TOTALE COD.A M
M12 TOTAL SHIELDED MALE MOLDED CONNECTOR A CODED

EEECONNECTORS

Connettore circolare con schermo collegato Circular connector with shield connected to
alla ghiera; singola testa; ring nut; single head;

possibilita di personalizzare il colore color head and type of cable customized.
della testina e tipologia di cavo.

47,7

14 3+0,2

@14
M12x1 [‘Eﬁ

37,2

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuZn dorato sopra nichelatura Au over Ni plated CuZn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:
-25°C +80°C -25°C+80°C

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
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Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche Colore testina

Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing color
Ghiera senza {73} Marrone / Brown

antisvitamento 27| Bianco / White Senza elettronica Nero

@ A/2-4 3| Blu/Blue 250 4
k j Ring nut without 4 ~]Nero / Black Without electronics Black
5

anti-vibration system | “~_Schermo / Shield

] (1> Marrone / Brown _
Ghiera senza
antisvitamento Blu/ Blue

1 A/5 3T ero B 60 4

4| Nero / Black

2| Bianco / White .
Senza elettronica Nero

Ring nut without 55 Grisio/ Gre Without electronics Black

anti-vibration system |\ /" Schermo I Shield

(73\_Bianco / White

127
2 Marrone / Brown

Ghiera senza 3| Verde / Green

antisvitamento 4| _Giallo/ Yellow Senza elettronica Nero

AIT-8 < [ crdorGrey 30 2
Ring nut without 6| Rosa!Pink Without electronics Black
anti-vibration system 77| Blu/Blue

84 Rosso / Red

“r”__Schermo / Shield

/7 Marrone / Brown

2~ Blu/Blue
Bianco / White
49 Verde / Green
NERL Ghiera senza 5~ Rosa  Pink
4Oy antisvitamento Giallo / Yellow Senza elettronica Nero
115 -' ' 1 A/12 77 Nero / Black 30 1,5
\~_' Ring nut without g Grigio / Grey Without electronics Black
anti-vibration system ||, ~|_Rosso / Red
Viola / Violet
44 |_Grigo-Rosa/ Grey-Pink
| Rosso-Blu/Red-Blue _

12
~r~__Schermo / Shield

CODIFICA CODICE / CODING CODE

12S MD 10
Housmg color Family Connector type Pm no. Cable type Sectwon Length Custonuzed

N i Black 12S ¢ Shlelded M12 MD ; Stralght male || 22 pin Grey PVC/PVC 1 :Sec.0,94 mmq||0A (0,10 m Standard
G | Grey MA Angled male 3 :3pin AU Grey PVC/PVC UL CSA 2 Sec. 0,25 mmq OB 0,20 m
T i Colorless 1 4 {4 pin B i Shielded grey PVC/PVC 3 iSec.0,34mmq||1Z i1 m
Y | Yellow ‘ 5 5pin || BU | Shielded grey PVC/PVC UL CSA || 4 : Sec. 0,50 mmq (|10 :10m
8 (8 pin E : Black PVG/PVC 10C:10,3m

1212 pin|| EU | Black PVC/PVC UL CSA 100: 100 m

e F : Shielded black PVC/PVC

‘ FU | Shielded black PVC/PVC UL CSA

| Gray PUR/PVC
U Gray PUR/PVC UL CSA

M i Black PUR/PVC
MU : Black PUR/PVC UL CSA

N | Shielded black PUR/PVC
NU : Shielded black PUR/PVC UL CSA

M MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)
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M 1 CONNETTORE COSTAMPATO M12 MASCHIO SCHERMATO TOTALE COD.B M
M12 TOTAL SHIELDED MALE MOLDED CONNECTOR B CODED

EEECONNECTORS

Connettore circolare con schermo collegato Circular connector with shield connected to
alla ghiera; singola testa; ring nut; single head;

possibilita di personalizzare il colore color head and type of cable customized.
della testina e tipologia di cavo.

47,7

14 3+0,2

@14
M12x1 [‘Eﬁ

37,2

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuZn dorato sopra nichelatura Au over Ni plated CuZn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:
-25°C +80°C -25°C+80°C

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)
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Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche Colore testina

Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing color
Ghiera senza @w
antisvitamento 2| Bianco / White Senza elettronica Nero
3 1 B/3-4 35| Bu/Bue 250 4
Ring nut without Nero / Black Without electronics Black

427
anti-vibration system | “~~_Schermo / Shield

@ Marrone / Brown

2 Bianco / White .
Blu/Blue Senza elettronica Nero

60 4

antisvitamento

1 B/5 4

Ri ¢ without 4> Nero / Black
ng nut withou b Grigio / Grey

Uil ; 5
anti-vibration system |\ /” Schermo / Shield

3

Without electronics Black

2

P

2 Ghiera senza
E 5

)

CODIFICA CODICE / CODING CODE

12S MD 10
Housmg color Family Codmg Connector type P|n no. Cab\e type Sechon Length Customed

N : Black Shielded M12 'B coding |[MD: Stralght male |[2 12 pin Grey PVC/PVC 1:Sec.0,74 mmq|| OA :0,10 m S Standard
G | Grey C iCcoding ||MA: Angled male 33 pin AU Grey PVC/PVC UL CSA 2 Sec.0.25 mmq OB 0,20 m
T i Colorless D D coding || ... 4 {4 pin B i Shielded grey PVC/PVC 3 i Sec. 034 mmq|[ 1Z 1 m
Y i Yellow | 5 5pin || BU | Shielded grey PVC/PVC UL CSA 4 Sec. 0,50 mmgq(| 10 :10m
8 {8pin || E | Black PVC/PVC 10C:10,3m

1212 pin|| EU | Black PVC/PVC UL CSA 100:100 m

o F : Shielded black PVC/PVC

‘ FU | Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
U Gray PUR/PVC UL CSA

M i Black PUR/PVC
MU : Black PUR/PVC UL CSA

N | Shielded black PUR/PVC
NU : Shielded black PUR/PVC UL CSA

MCA MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

J . ER A/ A Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
-34 -




M 1 CONNETTORE COSTAMPATO M12 MASCHIO SCHERMATO TOTALE COD.C M
M12 TOTAL SHIELDED MALE MOLDED CONNECTOR C CODED

EEECONNECTORS

Connettore circolare con schermo collegato Circular connector with shield connected to
alla ghiera; singola testa; ring nut; single head;

possibilita di personalizzare il colore color head and type of cable customized.
della testina e tipologia di cavo.

47,7

14 3+0,2

@14
M12x1 [‘Eﬁ

37,2

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuZn dorato sopra nichelatura Au over Ni plated CuZn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:
-25°C +80°C -25°C+80°C

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)
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Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche Colore testina

Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing color

Pe Ghiera senza

L = Giallo-Verde / Yellow-Green
@ c/3 antisvitamento 2~y Marrone / Brown Senza elettronica Nero
) ) lBu/Bue 250 4
? : R’”Q nu{ without > Schermo / Shield Without electronics Black

anti-vibration system

PE Ghiera senza Marrone / Brown
antisvitamento Nero / Black Senza elettronica Nero
! 3 Cl4 ay[Bu/Bue 250 4
Ring nut without Giallo-Verde / Yellow-Green Without electronics Black
2 anti-vibration system Schermo / Shield

CODIFICA CODICE / CODING CODE

12S MD 10
Housmg color Family Codmg Connector type P|n no. Cab\e type Sechon Length Customed

N : Black Shielded M12 'B coding |[MD: Stralght male |[2 12 pin Grey PVC/PVC 1:Sec.0,74 mmq|| OA :0,10 m S Standard
G | Grey C iCcoding ||MA: Angled male 33 pin AU Grey PVC/PVC UL CSA 2 Sec.0.25 mmq OB 0,20 m
T i Colorless D D coding || ... 4 {4 pin B i Shielded grey PVC/PVC 3 i Sec. 034 mmq|[ 1Z 1 m
Y i Yellow | 5 5pin || BU | Shielded grey PVC/PVC UL CSA 4 Sec. 0,50 mmgq(| 10 :10m
8 {8pin || E | Black PVC/PVC 10C:10,3m

1212 pin|| EU | Black PVC/PVC UL CSA 100:100 m

o F : Shielded black PVC/PVC

‘ FU | Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
U Gray PUR/PVC UL CSA

M i Black PUR/PVC
MU : Black PUR/PVC UL CSA

N | Shielded black PUR/PVC

NU : Shielded black PUR/PVC UL CSA

MCA MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)
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M 1 CONNETTORE COSTAMPATO M12 MASCHIO SCHERMATO TOTALE COD.D M
M12 TOTAL SHIELDED MALE MOLDED CONNECTOR D CODED

EEECONNECTORS

Connettore circolare con schermo collegato Circular connector with shield connected to
alla ghiera; singola testa; ring nut; single head;

possibilita di personalizzare il colore color head and type of cable customized.
della testina e tipologia di cavo.

47,7

14 3+0,2

@14
M12x1 [‘Eﬁ

37,2

A=09 - B=010 with @ cable <5,8
A=010,3 - B=012 with @ cable >5,8

disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuZn dorato sopra nichelatura Au over Ni plated CuZn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:
-25°C +80°C -25°C+80°C

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)

Tel. +39 0833 518248 - Fax +39 0833 395926 - www.mcaconnectors.com - info@mcaconnectors.com
-37-




Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche Colore testina

Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing color

2 Ghiera senza Marrone / Brown

antisvitamento Bianco / White Senza elettronica Nero
3 1 D/4 35 Blu/Blue 250 4
Ring nut without Nero / Black Without electronics Black
4 anti-vibration system Schermo / Shield

CODIFICA CODICE / CODING CODE

12S MD 10
Housmg color Family Codmg Connector type P|n no. Cab\e type Sechon Length Customed

N : Black Shielded M12 'B coding |[MD: Stralght male |[2 12 pin Grey PVC/PVC 1:Sec.0,74 mmq|| OA :0,10 m S Standard
G | Grey C iCcoding ||MA: Angled male 33 pin AU Grey PVC/PVC UL CSA 2 Sec.0.25 mmq 0,20 m
T i Colorless D D coding || ... 4 14 pin B i Shielded grey PVC/PVC 3 i Sec. 034 mmgq 1Z im
Y i Yellow | 5 5pin || BU | Shielded grey PVC/PVC UL CSA 4 Sec. 0,50 mmgq(| 10 :10m
8 {8pin || E | Black PVC/PVC 10C:10,3m

1212 pin|| EU | Black PVC/PVC UL CSA 100:100 m

o F : Shielded black PVC/PVC

‘ FU | Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
U Gray PUR/PVC UL CSA

M i Black PUR/PVC
MU : Black PUR/PVC UL CSA

N | Shielded black PUR/PVC

NU : Shielded black PUR/PVC UL CSA

MCA MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)
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M 1 CONNETTORE COSTAMPATO M12 FEMMINA SCHERMATO TOTALE COD.A M
M12 TOTAL SHIELDED FEMALE MOLDED CONNECTOR A CODED

EEECONNECTORS

Connettore circolare con schermo collegato Circular connector with shield connected to
alla ghiera; singola testa; ring nut; single head;

possibilita di personalizzare il colore color head and type of cable customized.
della testina e tipologia di cavo.

M12 x 1 43,7
3+0,2 L
s
Q
B < m
37,2
—
M12 x 1
A=@9 - B=@10 with @ cable <5,8
A=210,3 - B=@12 with @ cable >5,8
disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuSn dorato sopra nichelatura Au over Ni plated CuSn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:
-25°C +80°C -25°C+80°C

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)
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Colore
Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing
color
Senza elettronica Nero
250 4
Without electronics Black
@ Marrone / Brown
4 Nero / Black
Vé
PNP
3 Blu / Blue I I
23] Bianco / White
2 7 schemo shiela
Ghiera senza Marrone / Brown
antisvitamento i i .
K \ | Banco/Whie Con elettronica | = su/sue
1 3 A/2-4 3l Blu/Blue LED 2 Trasparente
. . — Nero / Black
& J Ring nut without Nero / Black R [l [] NPN i
anti-vibration system Schermo / Shield 30 4 " w
4 With LED 15| Marrone /8o _{” [ Colorless
electronics 2 Bianco  White
~r7_Schermo / Shield
DECOUT
@ Marrone / Brown
4] Nero/Black ™
33 Blu / Blue
2 Bianco / White
 schermo s shies
(1 3\ Marrone / Brown
2 z\anclnB/‘W:me PNP
4 B vel wel ol 3LED
33 Blu/ Blue
- schemmo/shield
Senza elettronica Nero
. M: /B
Ghiera senza -amne ltOWH 60 4 Without electronics Black
antisvitamento mA
u ue
A/5 ' 4 S o ,
Ring nut without 43ﬁ Con elettronica Bianco [ White
LSS rigio / Grey
anti-vibration system Sehermo / Shiald LED 45 Nero / Black Lo e Trasparente
30 4 ) L1 “ft 3LED
With LE'D 37y Bl Biue Colorless
electronics jorao Gy
Schermo / Shield
Bianco / White
. Marrone / Brown
Ghiera senza 35_Verde/ Green
antisvitamento 4 ~|Giallo/ Yellow Senza elettronica Nero
AI7-8 « oo ey 30 2
Ring nut without 6 5_Rosa /Pink Without electronics Black
anti-vibration system 75| _Blu/Blue
Rosso / Red
Schermo / Shield
/1_3 Marrone / Brown
27 Blu / Blue
39 Bianco / White
42 Verde / Green
02 4 Ghiera senza 5| RosaPink
R4 antisvitamento Giallo / Yellow Senza elettronica Nero
1 N 11 63y 15
‘ ’l 5 Al12 77)Nero/ Black 30 f
S Ring nut without gy|_Grigio / Grey Without electronics Black
8 .7 anti-vibration system | Rosso/Red
10 Viola / Violet
1) Grigio-Rosa / Grey-Pink
127 Rosso-Blu/ Red-Blue
~r”__Schermo / Shield

CODIFICA CODICE / CODING CODE

12S 10
Housmg color Family Connector type Pm no. Cable type Sectwon Length Custonuzed

N i Black 12S : Shielded M12 FD : Stralght female|| 2 ! ‘ ! Grey PVC/PVC 1 :Sec.0,94 mmq||0A (0,10 m S Standard
G | Grey 12SL : Shielded M12 with PNP LED|| FA : Angled female || 3 | AU : Grey PVC/PVC UL CSA 2 Sec. 0,25 mmq OB 0,20 m
T i Colorless ||12SL2:Shielded M12 with NPN LED| | ... 4 B : Shielded grey PVC/PVC 3 :Sec.0,34mmq || 1Z {1 m
Y | Yellow 12SL3: Shielded M12 with DECOUT LED| 1 5 BU | Shielded grey PVC/PVC UL CSA || 4  Sec. 0,50 mmq || 10 :10m
12SL4: Shielded M12 with PNP 3 LED 8 E | Black PVG/PVC 10Ci{10,3m
EU | Black PVC/PVC UL CSA 100: 100 m
F  Shielded black PVC/PVC
FU | Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
[V Gray PUR/PVC UL CSA
M i Black PUR/PVC
MU | Black PUR/PVC UL CSA
N | Shielded black PUR/PVC
NU | Shielded black PUR/PVC UL CSA

M MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)
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M 1 CONNETTORE COSTAMPATO M12 FEMMINA SCHERMATO TOTALE COD.B M
M12 TOTAL SHIELDED FEMALE MOLDED CONNECTOR B CODED

EEECONNECTORS

Connettore circolare con schermo collegato Circular connector with shield connected to
alla ghiera; singola testa; ring nut; single head;

possibilita di personalizzare il colore color head and type of cable customized.
della testina e tipologia di cavo.

M12 x 1 43,7
3+0,2 L
s
Q
B < m
37,2
—
M12 x 1
A=@9 - B=@10 with @ cable <5,8
A=210,3 - B=@12 with @ cable >5,8
disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuSn dorato sopra nichelatura Au over Ni plated CuSn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:
-25°C +80°C -25°C+80°C

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)
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Colore
Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing
color
Senza elettronica Nero
250 4
Without electronics Black
@ Marrone / Brown
4 Nero / Black
e O
PNP
3 Blu / Blue I I
2> Bianco / White
~1”_Schermo / Shield
2 Ghiera senza (7 D) Marrone / Brown {33\ Blu/Blue
antisvitamento , ~| Bianco / white 32T oo Black
421
3 B/3-4 3 Blu/ Blue . [ [] NPN
Ring nut without 4 ) Nero / Black Con elettronica anone 5 Lo
A frrone / Brown
4 anti-vibration system Schermo / Shield LED 2 Trasparente
2> Bianco / White
30 4 “r”_Schermo / Shield
With LED Colorless
electronics DECOUT
@ Marrone / Brown
4 Nero / Black i
3 Blu / Blue
23 Bianco / White
~”_Schermo / Shield
(1) Marrone / Brown
2 Bianco / White PNP
4 Nero / Black R 3 LED
33 Blu / Blue
~r”_Schermo / Shield
Senza elettronica Nero
60 4
) Ghiera senza Marrone / Brown Without electronics Black
antisvitamento :a""; L¥éhite
3 B/5 351 u / Blue
Ri t without 4 Nero / Black . S} Marrone / Brown
b ing nut withou }ﬁ Con elettronica | |, ] sanco/wnie
i anti-vibration system pordio Lorey LED 43 Nero / Biack Trasparente
Schermo / Shield 30 4 ] wl el PNP
“t 1 “f 3LED|
With LED 3 B/ Bue Colorless
electronics 5O Crao/Cray
~1”_Schermo / Shield

CODIFICA CODICE / CODING CODE

125 FD 10
Housmg color Family Codmg Connector type P|n no. Cab\e type Secnon Length Customued

N : Black 12S :Shielded M12 ‘B coding || FD : Stralght female|| 2 | 2 pin Grey PVC/PVC 1:Sec.0,14 mmg|| 0A :0,10 m S Standard
G | Grey 12SL : Shielded M12 with PNP LED C Ccoding || FA: Angled female || 3 3 pin AU Grey PVC/PVC UL CSA 2 Sec.0.25 mmq OB 0,20 m
T i Colorless ||12SL2; Shielded M12 with NPN LED|| D : D coding || ... 4 {4 pin || B iShielded grey PVC/PVC 3:Sec. 0,34 mmq|| 1Z {1 m
Y i Yellow |12SL3: Shielded M12 with DECOUT LED|| ... | 1 5 {5pin || BU | Shielded |é;rey PVC/PVC UL CSA 4 Sec. 0,50 mmq|| 10 :10m
12SL4: Shielded M12 with PNP 3 LED 8 {8 pin || E :Black PVG/PVC 10Ci{10,3m

1212 pin|| EU | Black PVC/PVC UL CSA 100:100 m

. F i Shielded black PVC/PVC
‘ FU | Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
U Gray PUR/PVC UL CSA

M  Black PUR/PVC
MU : Black PUR/PVC UL CSA

N Shielded black PUR/PVC
NU | Shielded black PUR/PVC UL CSA

M MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)
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M 1 CONNETTORE COSTAMPATO M12 FEMMINA SCHERMATO TOTALE COD.C M
M12 TOTAL SHIELDED FEMALE MOLDED CONNECTOR C CODED

EEECONNECTORS

Connettore circolare con schermo collegato Circular connector with shield connected to
alla ghiera; singola testa; ring nut; single head;

possibilita di personalizzare il colore color head and type of cable customized.
della testina e tipologia di cavo.

M12 x 1 43,7
3+0,2 L
s
Q
B < m
37,2
—
M12 x 1
A=@9 - B=@10 with @ cable <5,8
A=210,3 - B=@12 with @ cable >5,8
disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuSn dorato sopra nichelatura Au over Ni plated CuSn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:
-25°C +80°C -25°C+80°C

MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)
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Colore

Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing
color
PE Gh_ier'a senza {2 Gialo-Verde Yelow Green
ci3 antisvitamento Marrone/Erown Senza elettronica Nero
Blu/Blue 250 4
: . 3
Ring nut without Schermo / Shield Without electronics Black

anti-vibration system

Marrone / Brown
Nero / Black

Blu / Blue
R e — 250 4
Giallo-Verde / Yellow-Green
Schermo / Shield

Ghiera senza

3 2
PE
antisvitamento
8 : cl4
Ring nut without
3

anti-vibration system

Senza elettronica Nero

Without electronics Black

CODIFICA CODICE / CODING CODE

125 FD 10
Housmg color Family Codmg Connector type P|n no. Cab\e type Secnon Length Customued

N : Black 12S :Shielded M12 ‘B coding || FD : Stralght female|| 2 | 2 pin Grey PVC/PVC 1:Sec.0,14 mmg|| 0A :0,10 m S Standard
G | Grey 12SL : Shielded M12 with PNP LED C Ccoding || FA: Angled female || 3 3 pin AU Grey PVC/PVC UL CSA 2 Sec.0.25 mmq OB 0,20 m
T i Colorless || 12SL2; Shielded M12 with NPN LED|| D : D coding || ... 4 {4 pin || B iShielded grey PVC/PVC 3:Sec. 0,34 mmq|| 1Z {1 m
Y i Yellow | ‘ 5 5pin || BU Shleldedgrey PVC/PVC UL CSA 4 Sec. 0,50 mmq|| 10 :10m
8 {8 pin || E :Black PVG/PVC 10Ci10,3m

1212 pin|| EU | Black PVC/PVC UL CSA 100:100 m

. F i Shielded black PVC/PVC

‘ FU | Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
U Gray PUR/PVC UL CSA

M  Black PUR/PVC
MU : Black PUR/PVC UL CSA

N Shielded black PUR/PVC
NU | Shielded black PUR/PVC UL CSA

M MCA Connectors Srl Via Pietro Siciliani, 33/35 - 73058 Tuglie (Le)
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M 1 CONNETTORE COSTAMPATO M12 FEMMINA SCHERMATO TOTALE COD.D M
M12 TOTAL SHIELDED FEMALE MOLDED CONNECTOR D CODED

EEECONNECTORS

Connettore circolare con schermo collegato Circular connector with shield connected to
alla ghiera; singola testa; ring nut; single head;

possibilita di personalizzare il colore color head and type of cable customized.
della testina e tipologia di cavo.

M12 x 1 43,7
3+0,2 L
s
Q
B < m
37,2
—
M12 x 1
A=@9 - B=@10 with @ cable <5,8
A=210,3 - B=@12 with @ cable >5,8
disegni scala 1:1
CARATTERISTICHE GENERALI GENERAL FEATURES
materiale contatti: contact material:
CuSn dorato sopra nichelatura Au over Ni plated CuSn
materiale ghiera: cupling nut material:
Ottone nichelato CuZn, Ni plated
(se INOX, ghiera esagonale in AISI 316L) (if stainless steel, AlISI 316L hexagonal nut)
grado di protezione: protection class:
IP67 IP67
materiale rivestimento: housing material:
TPU (Poliuretano) TPU (Polyurethane)
temperatura di lavoro: temperature range:
-25°C +80°C -25°C+80°C
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Colore

Vista frontale Chiave/poli Sistema di bloccaggio Collegamenti Tensione Corrente max Caratteristiche testina
Face view Coding/poles Locking system Connections Voltage (V) Max current (A) Features Housing
color
Senza elettronica Nero
250 4
Without electronics Black
N Marrone / Brown
4 Nero / Black
o
PNP
33 Blu / Blue I I
25 Bianco / White

“_Schermo / Shield

2 Ghiera senza Marrone / Brown

antisvitamento Bianco / Whit i

' 3 D/a B:zr}cslue L Con elettronica | = su/sue
. " 3 ————————
Ring nut without | Nero/Black 30 4 LED 4 5 Nero  Black T e Trasparente
anti-vibration system Schermo / Shield " IF
¢ 4 With LED 1= |arone /8roun d Colorless
electronics 5| Bianco | White
Schermo / Shield
DECOUT

(1 3} Marrone / Brown

45| Nero/Black * >
35 Blu/Blue

Bianco / White

2)fBlanco/White
“_Schermo / Shield

CODIFICA CODICE / CODING CODE

125 FD 10
Housmg color Family Codmg Connector type P|n no. Cab\e type Secnon Length Customued

N : Black 12S :Shielded M12 ‘B coding || FD : Stralght female|| 2 | 2 pin Grey PVC/PVC 1:Sec.0,14 mmg|| 0A :0,10 m S Standard
G | Grey 12SL : Shielded M12 with PNP LED C Ccoding || FA: Angled female || 3 3 pin AU Grey PVC/PVC UL CSA 2 Sec.0.25 mmq OB 0,20 m
T i Colorless || 12SL2; Shielded M12 with NPN LED|| D : D coding || ... 4 {4 pin || B iShielded grey PVC/PVC 3:Sec. 0,34 mmq|| 1Z {1 m
Y i Yellow | ‘ 5 5pin || BU Shleldedgrey PVC/PVC UL CSA 4 Sec. 0,50 mmq|| 10 :10m
8 {8 pin || E :Black PVG/PVC 10Ci10,3m

1212 pin|| EU | Black PVC/PVC UL CSA 100:100 m

. F i Shielded black PVC/PVC

‘ FU | Shielded black PVC/PVC UL CSA

| i Gray PUR/PVC
U Gray PUR/PVC UL CSA

M  Black PUR/PVC
MU : Black PUR/PVC UL CSA

N Shielded black PUR/PVC
NU | Shielded black PUR/PVC UL CSA
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CONNETTORE A CABLARE M12 MASCHIO
M 1 2 M12 MALE FIELD ATTACHABLE CONNECTOR MCA

HEEE BEEECONNECTORS

20

M12x1 [,

-

x
N
=
=

|
WA
=
|
| (o)
EC

@20

36

M12x1 | |
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CARATTERISTICHE GENERALI GENERAL FEATURES

materiale contatti: contact material:
CuZn dorato sopra nichelatura Au over Ni plate CuZn
grado di protezione: protection class:
IP67 IP67
temperatura di lavoro: temperature range:
-30°C +85°C -30°C+85°C
-40°C + 85°C (8P) -40°C + 85°C (8P)
pressacavo: wire cross section:
< AWG20 < AWG20
Vista frontale Chiave/poli Tensione Corrente max Colore testina
Face view Coding/poles Voltage (V) Max current (A) | Housing color
2

Nero

A/4 250 4
Black
Nero

A/5 60 4
Black
Nero

A/8 30 2
Black

CODIFICA CODICE / CODING CODE

CC
1 2 MD dentification field
Housmg color Family Connector type Pln no. attachable connettor

Black Straight male 4 pin
Angled male 5 { 5pin
8 pin
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M 1 2 CONNETTORE A CABLARE M12 FEMMINA MCA
M12 FEMALE FIELD ATTACHABLE CONNECTOR LV AN i/ N\

disegni scala 1:1

flats 17

Width across
flats 18
Width across

20

[maimm

~ 57

Width across
flats 18

/]

=

T

o [
"_/

Width across
flats 17

M12x 0,75

Width across
flats 18

——Cable exit
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CARATTERISTICHE GENERALI GENERAL FEATURES

materiale contatti: contact material:
CuZn dorato sopra nichelatura Au over Ni plate CuZn
CuSn dorato sopra nichelatura (8P) Au over Ni plate CuSn (8P)
grado di protezione: protection class:
IP67 1P67
temperatura di lavoro: temperature range:
-30°C +85°C -30°C +85°C
-40°C + 85°C (8P) -40°C + 85°C (8P)
pressacavo: wire cross section:
< AWG20 < AWG20
Vista frontale Chiave/poli Tensione Corrente max Colore testina
Face view Coding/poles Voltage (V) Max current (A) | Housing color
2
Nero
A/4 250 4
Black
Nero
A/5 60 4
Black
Nero
A/8 30 2
Black

CODIFICA CODICE / CODING CODE

A FD \dentmcanon field
Housmg color Family Connector type P|n no. attachable connettor

Black Straight female 4 pin
Angled female 5pin
8 8 pin
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