UK1 and UKR1series

M18 cylindrical direct diffuse & retro-reflective
Ultrasonic Sensor UK1 with Teach-In button

features

Models with digital programmable output
Models with current or voltage analogue outputs

Adjustable Hysteresis function: model with programmable double digital
outputs, specific for levels

Working area adjusting (window teach or single point teach) by Teach-in button
suitable for all models for a fast coming into work

Multifunction LED indicator: output type, adjustment procedure, NO/NC
selection and reverse analog output slope
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code description ©

series trasonic Sensor
i M18 Ul icS |
B Direct diffuse models
function -
ﬂ Retroreflective models |
ousing type tandard housing
housi Standard housi
B 50 - 400 mm (100 - 400 mm retroreflective models)
nominal 100 - 900 mm (150 - 800 mm retroreflective models)
_ sensing 150 - 1,600 mm (plastic models) / 200 - 1,500 mm (metallic models)
distance Sn n (200 - 1,600 mm retrorefletive models)
200 - 2,200 mm (250 - 2,000 mm retroreflective models)
adjustment Adjustment by Teach-In button
B 0...10 V single voltage analogue output
4...20 mA single current analogue output
NPN - NO/NC digital output + 4 ... 20 mA current analogue output
“ PNP - NO/NC digital output + 4 ... 20 mA current analogue output
output PNP - NO/NC digital output + 0 ... 10 V voltage analogue output
“ NPN - NO/NC digital output + 0 ... 10 V voltage analogue output
NPN - NO/NC single digital output
ﬂ PNP - NO/NC single digital output
PNP - two digital outputs with standard window and adjustable hysteresis functions
NPN - two digital outputs with standard window and adjustable hysteresis functions
B n Plastic housing
housing
materials AISI 316L (DIN 1.4404) stainless steel housing (axial)
90° emission, plastic housing
cable exit / Axial cable exit (2 m)
connector M12 plug cable exit
cULus With cULus certification ;
ATEX ATEX certified, Cat.3 2.22 Zone s
=
T

©'Multiplexing models and with syncronization available.




(@ available models
single digital output standard cULus certified available models
=
g g’ 50...400 UK1A/E1-0EUL UK1A/E2-0EUL UK1A/EP-OEUL UK1A/EN-OEUL
=1 = 100...900 . UK1C/E1-0EUL UK1C/E2-0EUL UK1C/EP-OEUL UK1C/EN-OEUL
g 150..1600  connector UK1D/E1-0EUL UK1D/E2-0EUL UK1D/EP-0EUL UK1D/EN-OEUL
g . 200...2,200 UK1F/E1-0EUL UK1F/E2-0EUL UK1F/EP-OEUL UK1F/EN-OEUL
hests 50...400 UK1A/E1-0AUL UK1A/E2-0AUL UK1A/EP-0AUL UKIA/EN-OAUL
100...900 UK1C/E1-0AUL UK1C/E2-0AUL UK1C/EP-0AUL UK1C/EN-0AUL
150..1.600 cable UK 1D/E1-0AUL UK1D/E2-0AUL UK 1D/EP-0AUL UK1D/EN-0AUL
200...2,200 UK1F/E1-0AUL UK1F/E2-0AUL UKAF/EP-0AUL UK1F/EN-OAUL
available models
double digital output standard cULus certified available models
s |
50...400 UK1A/EW-0EUL UK1A/EM-OEUL
100...900 Vi UK1C/EW-0EUL UK1C/EM-OEUL
150...1,600 connector UK1D/EW-0EUL UK1D/EM-OEUL
. 200...2,200 UK1F/EW-0EUL UK1F/EM-OEUL
plastic 50..400 UK1A/EW-0AUL UK1A/EM-0AUL
100...900 UK1C/EW-0AUL UK1C/EM-0AUL
150..1,600 cable UK1D/EW-0AUL UK1D/EM-0AUL
200...2,200 UK1F/EW-0AUL UK1F/EM-0AUL
50...400 UK1A/EW-1EUL UKIA/EM-1EUL
100.900 M2 UKAG/EW-1EUL UKIG/EM-1EUL
200...1,500 UK1D/EW-1EUL UK1D/EM-1EUL
StaAirl‘é?S;ZtLee' oY UK1A/EW-1AUL UK1A/EM-1AUL
100..900 cable UK1C/EW-1AUL UK1C/EM-1AUL
200...1,500 UKAD/EW-1AUL UK1D/EM-1AUL
available models
analog and digital output cULus certified
50...400 UK1A/E6-0EUL UK1A/E4-0EUL UK1A/E7-0EUL UK1A/E9-OEUL
100...900 il UK1C/EB-OEUL UK1C/E4-0EUL UK1C/E7-0EUL UK1C/E9-OEUL
150..1,600  connector UK1D/E6-0EUL UK1D/E4-0EUL UK1D/E7-0EUL UK1D/E9-OEUL
. 200...2,200 UK1F/E6-0EUL UK1F/E4-0EUL UKA1F/E7-0EUL UK1F/E9-OEUL
Blaste 50...400 UK1A/E6-0AUL UK1A/E4-0AUL UK1A/E7-0AUL UK1A/E9-0AUL
100...900 UK1C/E6-0AUL UK1C/E4-0AUL UK1C/E7-0AUL UK1C/E9-0AUL
150..1,600 cable UK1D/E6-0AUL UK1D/E4-0AUL UK1D/E7-0AUL UK1D/E9-0AUL
200...2,200 UK1F/E6-0AUL UK1F/E4-0AUL UK1F/E7-0AUL UK1F/E9-0AUL
50...400 UK1A/E6-1EUL UKIA/E4-1EUL UK1A/E7-1EUL UK1A/E9-1EUL
100...900 Comﬁtor UK1C/E6-TEUL UK1C/E4-1EUL UK1G/E7-1EUL UK1C/E9-TEUL
stainless 200...1,500 UK1D/E6-1EUL UK1D/E4-1EUL UK1D/E7-1EUL UK1D/E9-1EUL
% AISsIte361|6L 50...400 UK1A/EB-1AUL UK1A/E4-1AUL UKAA/E7-1AUL UK1A/E9-1AUL
c 100..900 cable UKA1C/E6-1AUL UK1C/E4-1AUL UK1C/E7-1AUL UK1C/E9-1AUL
va 20041500 UK1D/E6-1AUL UK1D/E4-1AUL UK1D/E7-1AUL UK1D/E9-1AUL
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available models

O

cULus and ATEX certified

. analogue output analogue output _ 1xNPN-NO/NC 1xPNP-NO/NC
m elisiz e 0.10V 4..20 mA 1xPNP -NONC +1x4.20mA +1x0.10V

o=
50...400 UK1A/E1-OEULAN UK1A/E2-OEULAN UK1A/EP-OEULAN UK1A/E6-OEULAN UK1A/E7-OEULAN 8— g
) 100...900 Mi2 UK1C/E1-OEULAN UK1C/E2-OEULAN UK1C/EP-OEULAN UK1C/E6-OEULAN UK1C/E7-OEULAN :I_S §
plastico 150...1.600 connector UK1D/E1-OEULAN UK1D/E2-0EULAN UK1D/EP-OEULAN UK1D/E6-OEULAN UK1D/E7-0EULAN g
200...2.200 UK1F/E1-OEULAN UK1F/E2-OEULAN UK1F/EP-OEULAN UK1F/E6-OEULAN UK1F/E7-OEULAN §
technical specifications
cULus certified models
o O = {C =
maximum sensing distance 400 mm ™ 900 mm @ 1% mm :: 2,200 mm @
minimum sensing distance 50 mm 100 mm ;gg mm 200 mm
sensing range (Sd) 50...400 mm 100...900 mm ;88:::1 :ggg o 200...2,200 mm
beam angle +8°/+7° +7° +8°/+7° +7°
switching frequency (digital output) 10 Hz 4 Hz 2Hz/1Hz 1Hz
response time (digital output) 500 ms <125ms 250 ms /500 ms 500 ms
hysteresis 1%
repeatibility 0.5%
resolution 1mm 2mm 3 mm 3 mm
linearity error 1%
temperature range -20°C...+ 60°C
temperature compensation °
operating voltage 15-30 Vce
temperature drift 5%
ripple <7%
leakage current 10 pA @ 30 Vce
output voltage drop 2.2V max. (IL = 100 mA)
no-load supply current <50 mA
output current (digital output) 100 mA @
minimum load resistance 3KkQ
(analog voltage output)
set point adjustment Teach-In button
power on deiay < 500 ms (anbgus outpu)
power supply protections polarity reversal, transient
digital output protections short circuit (auto reset), overvoltage pulses
analogical electrical protections overvoltage pulses
EMC conforming to EMC Directive, according to EN 60947-5-2
protection degree IP67 (EN60529) @
housing material PBT/stainless steel AISI 316L PBT
active head material Epoxy-Glass resin
tightening torque 1 Nm plastic housing / 50 metallic housing 1Nm
) plastic version: 70 g connector / 110 g cable
weight metallic version: 100 g connector / 170 gr cable
storage temperature - 35°C...+ 70° without freezing ;
(1) Metallic target 100 x 100 mm  (2) Metallic target 200 x 200 (3) Available models without cULus certified with output current: 500 mA (models with single or double digital output); 300 mA IC
(models with digital and analog output) (4) Protection guarantee only with plug cable well mounted %
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@ avalaible models
retroreflective models
= . .
8 = distance (mm) output material PNP - NO/NC NPN -NO/NC
o @
:|>- s 100...400 UKR1A/EP-OEUL UKR1A/EN-OEUL
g_ '_3"- 150...800 UKR1C/EP-OEUL UKR1C/EN-OEUL
M12
S 200...1,600 UKR1D/EP-OEUL UKR1D/EN-OEUL
—+
8 250...2,000 UKR1F/EP-OEUL UKR1F/EN-OEUL
M18 plastic
100...400 UKR1A/EP-OAUL UKR1A/EN-OAUL
150...800 UKR1C/EP-0AUL UKR1C/EN-OAUL
cable
H0 {500 UKR1D/EP-OAUL UKR1D/EN-OAUL
250...2,000 UKR1F/EP-OAUL UKR1F/EN-OAUL
technical specifications
retroreflective models
UKR1A/E*-*E UKR1C/E*-*E UKR1D/E*-*E UKRIF/E-*E
{0 = {0l = L]- B
nominal sensing distance 400 mm 800 mm 1,600mm 2,000 mm
reflector minimum sensing distance 100 mm 150 mm 200 mm 250 mm
beam angle +8° +7° +8° +7°
switching frequency 8 Hz 3Hz 1Hz 1Hz
operating voltage 15...30 Vdc
max. ripple content 5%
Ui i PNP or NPN
output type NO/NC selectable
output current 100 mA

output voltage drop
no-load supply current
leakage current
power on delay
ambient temperature range
temperature drift of Sr
short-circuit protection
induction protection
voltage reversal protection
weight
LEDs

protection degree

EMC
housing material
active head material
connection

weight

c
2
c
=
T
X

<22V (@Il =100mA)
<50 mA @ Val=24V
<10 pA @ 30V
<500 ms
-20°C...+ 60°C
<5%
@ (autoreset)
°
°
26 g

yellow: exit
P67

IEC60947-5-2
plastic housing PBT
glass resin
M12 plug cable exit
70 g connector / 100 g cable



available models
90° emission models

O

o
50...400 UKIAE7-2EUL  UKT1A/ES-2EUL  UK1A/E6-2EUL  UK1A/E4-2EUL  UKTAEW-2EUL  UK1A/EM-2EUL 3’ g
M18 150...1.600 M12 plastic UKIDE7-2EUL  UK1D/E9-2EUL  UK1ID/E6-2EUL  UK1D/E4-2EUL  UK1D/EW-2EUL  UK1D/EM-2EUL 5 §
200...2.200 UKIFE7-2EUL  UKTF/E9-2EUL  UK1FE6-2EUL  UK1FE4-2EUL  UKIFEW-2EUL  UK1F/EM-2EUL g
S
technical specifications
90° emission models
{0l = L] B ]
nominal sensing distance 400 mm 1,600 mm 2200mm
minimum sensing distance 50 mm 150 mm 200 mm
sensing range 50...400 mm 150...1,600 mm 200...2,200 mm
beam angle + 8° + 8° +7°
hysteresis 1%
repeatibility 0.5%
switching frequency 10 Hz 2Hz 1Hz
response time 500 ms
operating voltage 15...30 Vdc
max. ripple content 7%
output current 100 mA (digital output)
output voltage drop <22V (@|=100mA)
no-load supply current <50 mA
leakage current <10 pA @ 30V
power on delay <900 mA
ambient temperature range -20°C...+ 60°C
temperature drift of Sr <5%
short-circuit protection @ (autoreset)
induction protection °
voltage reversal protection °
weight 759
LEDs green: echo - yellow: output
protection degree P67
housing material plastic housing: PBT
active head material glass reinforced epoxy resin
connection M12 plug cable exit
C
o)
c
2
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O

electrical diagrams of connections

PNP NO/NC + PNP models with double output _PNP N_O./NC with models with single analogue output
4=z analogue output models single digital output
(]
m —
O 0
.j < BN/1 ® BN/1 ® BN/1 ® BN/ ®
5= BU/3 BU/3
-y 3 B
> © ©
C
=
g WH/2 digital output BK/4 BK/4
BU/3 o |:| BU/3 o
BK/4 analogue output WH/2 BK/4 analogue output
NPN NO/NC + analogue NPN models with double output NPI\_I NO/N_C.modeIs with
output models single digital output
BU/3 0o BU/3 o BU/3 o
BN/1 ® BN/ ®
WH/2 digital output BK/4 BK/4
BN brown
BU blue
BN/1 ® |:| BK black
BK/4 analogue output WH/2 il white
connectors
UK1*/E7 - *E* UK1*/E4 - *E** UK1*/EM - *E* UK1*/E1 - *E* UKI1*/EP - *E**
M12 UK1*/E6 - *E** UK1*/E9 - *E** M12 UK1*/EW - *E** M12 UK1*/E2 - *E** UK1*/EN - *E**
Analogue outpu Supply (-) g;)g:tal output Supply (-) EL%S;S:?J:;(H Supply (-)
Supply (+) Digital output Supply (+) Digital output Supply (+) n.c
SP2
C
2
c
N
X
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available outputs

models with single digital output

O

o<
m —_—
O
7L
—
NO NC S5
O
—
10 10 S
ouT ouT o
P2 Pl mm P2 Pl mm )
models with single analogue output
positive slope negative slope
V/mA V/mA 4
10/20 10/20
0/4 0/4
P2 P1 mm P2 P1 mm
models with double digital output - standard window and ajdjustable hysteresis outputs
NO
H H H
SP2
L L L
SP2
mm
iom ) o
mm
L
" L sP1 L sP1
mm
models with digital output + analogue output ™
1o NG 08 NO
mm
P2 P1 P2 P1 mm
(™t can be used as a single model output p1  maximum selected working distance and first point to select
P2 minimum selected working distance and second point c
to select >~
'
[
P
my)
=
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response diagrams

N

direct diffuse models

= .
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response diagrams

retroreflective models

UKR1A/**-** parallel displacement
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plastic models

UK1*/** - 2E
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°

788
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dimensions (mm)

Ty
accessories included in all plastic models
<
®
24
& o
z g SW, 22 0.25
=)
o
[ —
g / []
S lastic .
- Elamping ring (2x) = | plastic washer (2x)
N O
M18 X 1 83 oils | P
dimensions (mm)
metallic models
g 47 M12 x 1
|
14
\f: c\_
0\ |
B ©
>
[te}
© 5
0| 8
3
I
i
| M18 x 1 1
|
I
migx 1| 1
° Teach-In button 9 LED
dimensions (mm)
accessories included in all metallic models
SW, 24
)
/% H metallic
KJ H clamping ring (2x)
\/ \
Cc
2
< M18 X 1 4
P
L
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